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General information!   

AC Schnitzer parallel strut 

Important notes ! 

 

These installation instructions must be read in full before starting installation work and do not claim to be  

completeness with regard to each work step. Subject to technical, editorial and content changes! AC Schnitzer ac-

cepts no liability for damage caused by incorrect installation! 

 

Check that the goods are complete and undamaged before starting work.  

Later complaints cannot be considered. 

 

These installation instructions are intended exclusively for use by authorised AC Schnitzer or BMW dealers. The target 

group for these installation instructions is in all cases specialist personnel trained on BMW vehicles  

with the appropriate expertise and tools. Knowledge of material properties and standards is assumed!  

 

Before installation: 

 

Before installation, the vehicle must be adequately secured against rolling away or tipping over. 

We recommend using the standard main stand or an original BMW assembly stand! 

  

All work must be carried out in compliance with the applicable safety regulations (e.g. safety goggles). 

 

After assembly: 

 

A test ride must be carried out after completion of the work! After completing the test ride, all screw connections must 

be checked for tightness and all moving parts must be checked for sufficient clearance.  

 

 

 

Installation time (1 AW = 5 minutes) 

 

The installation time is 6 AW 

 

 

 

Tools required: 

Various screwdrivers 

Various Torx and Allen sockets 

Motorbike jack and motorbike stand front wheel 

Threadlocker  
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Components supplied  

AC Schnitzer parallel strut  

 
 
 
 

 
 
 
 

                   
 
          
 
 

 
 
 
 
 

A AC Schnitzer parallel strut 
 

B Fixing clip 
 

                    C    Fixing screw M4x10mm 

 

                    D   AC Schnitzer Vitro sticker black 

 

                    E AC Schnitzer parts certificate 
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Fit t ing instructions  

AC Schnitzer parallel strut  

Assembly... 

 

 

 

 

 

 

 

 

 

 

 

 

Fig. 1 & 2 

Before starting work, secure vehicle against falling 

over or rolling away using suitable means.  

 

Secure front wheel with motorbike stand and take 

weight off rear wheel with motorbike scissor jack. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Fig. 3 

Support the rear wheel with a mounting block as 

shown. 
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Fit t ing instructions  

AC Schnitzer parallel strut  

Assembly... 

 

 

 

 

 

Fig. 4 

Remove brake fluid reservoir for the rear brake and 

guide away to the side. To do this, loosen the fixing 

bolt. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Fig. 5 & 6 

Dismantle the standard cable duct of the standard 

parallelogram strut. To do this, loosen both fasten-

ing screws. 

 

 

 

 

 

 

 
Assembly instructions no.: S700778-15 / Version: 07.10.2024 / TSch 

AC Schnitzer - Neuenhofstraße 160 - D - 52078 Aachen - Tel. 0241/5688-130 / www.ac-schnitzer.de 



 

6 

 
Fit t ing instructions  

AC Schnitzer parallel strut  

Assembly... 

 

 

 

 

 

Fig. 7 

Undo and remove the rear fixing bolt of the standard 

parallelogram brace. 

 

 

 

 

 

 

 

 

 

 

Fig. 8 

Undo and remove the front fixing bolt of the stan-

dard parallel strut.  

 

 

 

 

Remove the standard parallelogram brace upwards. 

 

 

 

 

 

 

Fig. 9 

Set AC Schnitzer parallel brace to the required ad-

justment dimension. The wheelbase of the vehicle is 

changed by turning the rear connection. 

 

Scale range 0 = standard wheelbase 

turn apart = long wheelbase 

Turn together = short wheelbase 
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Fit t ing instructions  

AC Schnitzer parallel strut  

Assembly...  

 

 

 

 

 

 

 

 

 

 

 

 

Fig. 10 & 11 

Place the supplied fixing clamps, as shown, around 

the brake line and cable line and fit to the AC 

Schnitzer parallel brace using the fixing screws 

 

 

 

 

(Paral brace rotated for a better view) 

 

 

 

 

 

 

 

 

 

 

 

 

Fig. 12 

Fit the AC Schnitzer parallel brace to the vehicle u-

sing the standard fixing bolts. To do this, apply 

threadlocker to the standard fixing bolts. 

 

Tightening torque:  56Nm 
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Fit t ing instructions  

AC Schnitzer parallel strut  

 

Assembly...  

 

 

 

 

Fig. 13 

Fit brake line and cable to the AC Schnitzer parabo-

lic strut using the fixing clamp and fixing screw 

supplied, as shown.  

 

Use additional cable ties if necessary. 

 

 

 

 

Fit brake fluid reservoir. 

 

 

 

 

 

 

Fig. 14 

If necessary, glue AC Schnitzer Vitro into the recess 

provided. 

 

 

 

 

 

 

To adjust the parallel brace, loosen the standard fi-

xing bolts and remove the AC Schnitzer parallel 

brace from the rear fixing position. After adjustment, 

apply threadlocker to the fixing bolts and tighten 

with torque. 

 

 

 

Errors excepted,   Subject to change and technical develop-

ment 

reserved ! 
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