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General Notes !   

AC Schnitzer  – Gimbal Crash Pad – 

 

Important Notes ! 

 

These installation instructions must be read before starting installation work. AC Schnitzer accepts no liability for  

liability for damage caused by incorrect installation ! 

 

   The target group for these fitting instructions is in all cases specialist personnel trained on BMW vehicles with the 

appropriate specialist knowledge and tools. Knowledge of material properties and standards is assumed ! 

 

   The crash pads offered by AC Schnitzer provide protection for the frame and the add-on parts in the event of “falls”  

or so-called “slips”. Unfortunately, even these components are no guarantee for accidents without consequential  

damage. For example, it is quite possible that the crash pads can get caught on protruding parts such as curbs,  

channel corners, kerbs, etc. in the event of a “slide” and the rider can be injured, etc. and give way to the force  

applied. Any consequential damage resulting from this is the sole responsibility of the person who caused the fall  

and cannot be claimed from AC Schnitzer. -Please inform your customers of this fact ! 

 

 

 

 

 

Fitting 

 

All work must be carried out in accordance with the applicable safety regulations (e.g. safety goggles). 

 

 

 

 

 

Fitting time (1AW = 5 minutes) 

 

The fitting time is 1 unit 

 

 

 

 

 

Required tools 

 

- flat skrewdriver 

- allen key  
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Supplied Components  

AC Schnitzer  – Gimbal Crash Pad – 

 

 

 

 

 

 

 

 

                 

 

• AC Schnitzer gimbal crash pad 

 

• AC Schnitzer fixing screw 

 

• AC Schnitzer cone for clamping sleeve 

 

• AC Schnitzer clamping sleeve 

 

• AC Schnitzer sticker 
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Fit t ing Instructions  

AC Schnitzer  – Gimbal Crash Pad – 

Fitting 

 

 

 

 

 

Fig. 1 

Loosen the gimbal cover with a suitable tool and 

carefully lever it out. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Fig. 2 & 3 

Pre-fit the AC Schnitzer gimbal crash pad with the fi-

xing screw, clamping sleeve and clamping cone as 

shown. 

 

   Do not tighten completely. 
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Fit t ing Instructions  

AC Schnitzer  – Gimbal Crash Pad – 

       

 

 

 

 

  Fig. 4 

Insert AC Schnitzer gimbal crash pad into the gimbal 

nut. 

 

 

 

 

 

 

 

 

 

 

 

Fig. 5 

Tighten the AC Schnitzer gimbal crash pad using the 

fixing bolt. Ensure that the clamping sleeves clamp in 

the gimbal nut. 

 

 

 

 

 

 

 

 

 

 

Fig. 6 

Glue the supplied AC Schnitzer Vitro horizontally into 

the recess of the AC Schnitzer gimbal camber pad. 

 

 

 

 

 

 

 

Errors, modifications and further technical development reserved ! 
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